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45\0

BATTERY SYSTEM HAS A BATTERY MODULE, AN EVAPORATIVE COOLING MEMBER, A COMPRESSOR, A
CONDENSER, AN EXPANSION VALVE, A TEMPERATURE SENSOR, A CONDENSOR FAN, AND A
MICROPROCESSOR: THE COMPRESSOR IS FLUIDLY COUPLED TO THE CONDENSER, THE EXPANSION VALVE,
AND THE EVAPORATIVE COOLING MEMBER: THE BATTERY MODULE HAS A HOUSING, A BATTERY CELL, AND
A SOLID COOLING FIN: THE EVAPORATIVE COOLING MEMBER HAS A CONDUIT THEREIN, THE SOLID
COOLING FIN HAS FIRST AND SECOND PANEL PORTIONS, THE FIRST PANEL PORTION IS DISPOSED AGAINST
THE BATTERY CELL, THE SECOND PANEL PORTION EXTENDS THROUGH THE HOUSING AND IS DISPOSED ON
THE EVAPORATIVE COOLING MEMBER

452
| ]
TEMPERATURE SENSOR GENERATES A FIRST SIGNAL INDICATIVE OF A FIRST TEMPERATURE OF THE BATTERY
MODULE AT A FIRST TIME
454
| }

MICROPROCESSOR GENERATES A SECOND SIGNAL T0 INDUCE THE COMPRESSOR TO OPERATE AT A FIRST
OPERATIONAL SPEED IN RESPONSE TO THE FIRST SIGNAL, THE
COMPRESSOR PUMPS A GASEQUS REFRIGERANT INTO THE CONDENSER

456
j |
MICROPROCESSOR GENERATES A THIRD SIGNAL TO INDUCE THE CONDENSER FAN TO BLOW AIR TOWARD
THE CONDENSER
458
J ]

CONDENSER TRANSITIONS THE GASEOUS REFRIGERANT TO A LIQUID REFRIGERANT BY EXTRACTING HEAT
ENERGY FROM THE GASEQUS REFRIGERANT, AND\}?I.I\JIEES THE LIQUID REFRIGERANT TO THE EXPANSION

o
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46\0

EXPANSION VALVE DECREASES A PRESSURE LEVEL OF THE LIQUID REFRIGERANT TO TRANSITION THE
LIQUID REFRIGERANT INTO A GASEQUS-LIQUID REFRIGERANT AND ROUTES THE GASEQUS-LIQUID
REFRIGERANT TO THE EVAPORATIVE COOLING MEMBER

462
\ \

SOLID COOLING FIN CONDUCTS HEAT ENERGY FROM THE BATTERY CELL TO THE EVAPORATIVE COOLING
MEMBER TO COOL THE BATTERY CELL

464
]

EVAPORATIVE COOLING MEMBER TRANSITIONS THE GASEOUS-LIQUID REFRIGERANT INTO A GASEQUS
REFRIGERANT UTILIZING THE HEAT ENERGY RECEIVED FROM THE SOLID COOLING FIN, AND ROUTES
THE GASEOUS REFRIGERANT TO THE COMPRESSOR

46\6

TEMPERATURE SENSOR GENERATES A FOURTH SIGNAL INDICATIVE OF A SECOND TEMPERATURE OF THE
BATTERY MODULE AT A SECOND TIME, TH E?&gg&}ngMTURE BEING GREATER THAN THE FIRST

46\8

MICROPROCESSOR GENERATES A FIFTH SIGNAL TO INDUCE THE COMPRESSOR TO OPERATE AT A SECOND
OPERATIONAL SPEED IN RESPONSE TO THE FOURTH SIGNAL THE SECOND OPERATIONAL SPEED BEING
GREATER THAN THE FIRST OPERATIONAL SPEED

470
\

MICROPROCESSOR GENERATES A SIXTH SIGNAL TO INDUCE THE CONDENSER FAN TO BLOW AIR TOWARD
THE CONDENSER

47‘2

CONDENSER TRANSITIONS THE GASEQUS REFRIGERANT TO A LIQUID REFRIGERANT BY EXTRACTING HEAT
ENERGY FROM THE GASEQUS REFRIGERANT, AND\l;I?Ll\jIEES THE LIQUID REFRIGERANT TO THE EXPANSION

FI6.13



U.S. Patent Aug. 11, 2015 Sheet 14 of 15 US 9,105,950 B2

474

EXPANSION VALVE DECREASES A PRESSURE LEVEL OF THE LIQUID REFRIGERANT TO TRANSITION THE
LTIQUID REFRIGERANT INTO A GASEOUS-LIQUID REFRIGERANT AND ROUTES THE GASEOUS-LIQUID
REFRIGERANT TO THE EVAPORATIVE COOLING MEMBER

476
J ]

SOLID COOLING FIN CONDUCTS HEAT ENERGY FROM THE BATTERY CELL TO THE EVAPORATIVE COOLING
MEMBER TO COOL THE BATTERY CELL

478
] \

EVAPORATIVE COOLING MEMBER TRANSITIONS THE GASEQUS-LIQUID REFRIGERANT INTO A GASEOUS
REFRIGERANT UTILIZING THE HEAT ENERGY RECEIVED FROM THE SOLID COOLING FIN, AND ROUTES THE
GASEOUS REFRIGERANT TO THE COMPRESSOR

FIG. 14
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1
BATTERY SYSTEM HAVING AN
EVAPORATIVE COOLING MEMBER WITH A
PLATE PORTION AND A METHOD FOR
COOLING THE BATTERY SYSTEM

BACKGROUND

The inventors herein have recognized a need for an
improved battery system and a method for cooling the battery
system.

SUMMARY

Abattery system in accordance with an exemplary embodi-
ment is provided. The battery system includes an evaporative
cooling member having a conduit therein. The battery system
further includes a battery module having a housing, a battery
cell, and a solid cooling fin. The housing is configured to hold
the battery cell therein. The solid cooling fin has first and
second panel portions. The first panel portion is disposed
against the battery cell. The second panel portion extends
through the housing and is disposed on the evaporative cool-
ing member. The solid cooling fin is configured to conduct
heat energy from the battery cell to the evaporative cooling
member. The evaporative cooling member is configured to
receive a gaseous-liquid refrigerant and to transition the gas-
eous-liquid refrigerant into a gaseous refrigerant utilizing the
heat energy received from the solid cooling fin.

A method for cooling a battery system in accordance with
another exemplary embodiment is provided. The battery sys-
tem has a battery module, an evaporative cooling member.
The battery module has a housing, a battery cell, and a solid
cooling fin. The evaporative cooling member has a conduit
therein. The solid cooling fin has first and second panel por-
tions. The first panel portion is disposed against the battery
cell. The second panel portion extends through the housing
and is disposed on the evaporative cooling member. The
method includes receiving a gaseous-liquid refrigerant in the
conduit of the evaporative cooling member. The method fur-
ther includes conducting heat energy from the battery cell to
the evaporative cooling member utilizing the solid cooling fin
to cool the battery module. The method further includes tran-
sitioning the gaseous-liquid refrigerant in the evaporative
cooling member into a gaseous refrigerant utilizing the heat
energy received by the evaporative cooling member from the
solid cooling fin.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is a block diagram of a battery system in accordance
with an exemplary embodiment;

FIG. 2 is a schematic of an external enclosure utilized in the
battery system of FIG. 1;

FIG. 3 is schematic of a portion of the battery system of
FIG. 1,

FIG. 4 is an enlarged schematic of a portion of the battery
system of FIG. 1;

FIG. 5 is a cross-sectional schematic of a portion of the
battery system of FIG. 1;

FIG. 6 is an enlarged cross-sectional schematic ofa portion
of the battery system of FIG. 1;

FIG. 7 is another enlarged cross-sectional schematic of a
portion of the battery system of FIG. 1;

FIG. 8 is a schematic of a portion of the battery system of
FIG. 1,

FIG. 9 is another schematic of a portion of the battery
system of FIG. 1;
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FIG. 10 is another schematic of a portion of the battery
system of FIG. 1;

FIG. 11 is a cross-sectional schematic of a portion of the
battery system of FIG. 1;

FIGS. 12-14 is a flowchart of a method for cooling the
battery system of FIG. 1 in accordance with another exem-
plary embodiment; and

FIG. 15 is a graph of an operational curve associated with
a compressor utilized in the battery system of FIG. 1.

DETAILED DESCRIPTION

Referring to FIGS. 1-6, a battery system 10 for generating
electrical power in accordance with an exemplary embodi-
ment is illustrated. The battery system 10 includes a compres-
sor 22, a condenser 23, an expansion valve 24, an evaporative
cooling member 26, an insulative layer 28, battery modules
40, 42, 44, 46, 48, 49, conduits 50, 51, 52, 53, a temperature
sensor 60, condenser fans 70, 71, a microprocessor 80, and an
external enclosure 90. An advantage of the battery system 10
is that the system 10 utilizes an evaporative cooling member
26 for cooling the battery modules 40-49 as will be explained
in greater detail below.

For purposes of understanding, the term “refrigerant™ cor-
responds to a substance that can reversibly transition between
a liquid and a gas in a heat cycle. Exemplary refrigerants
include R-11, R-12, R-22, R-134A, R-407C and R-410A.
Also, the term “gaseous-liquid refrigerant” corresponds to a
refrigerant having a mixture of gas and liquid.

The compressor 22 is configured to pump and compress a
gaseous refrigerant 91 through the conduit 51 into the con-
denser 23 in response to a control signal from the micropro-
cessor 80. As shown, the conduit 51 is fluidly coupled
between the compressor 22 and the condenser 23.

The condenser 23 is provided to receive the gaseous refrig-
erant 91 from the compressor 22 via the conduit 51 and to
transition the gaseous refrigerant 91 into a liquid refrigerant
92 by extracting heat energy from the gaseous refrigerant 91.
As shown, the conduit 52 is fluidly coupled between the
condenser 23 and the expansion valve 24. After exiting the
condenser 24, the liquid refrigerant 92 is further pumped
through the conduit 52 to the expansion valve 24.

The expansion valve 24 is fluidly coupled between the
condenser 23 and the evaporative cooling member 26 via the
conduits 52, 53. The expansion valve 24 is configured to
receive the liquid refrigerant 92 from the condenser 23 and to
decrease a pressure level of the liquid refrigerant 92 to tran-
sition the liquid refrigerant 92 into a gaseous-liquid refriger-
ant 93. The gaseous-liquid refrigerant 93 is routed from the
expansion valve 24 to the conduit 110 of the evaporative
cooling member 26 via the conduit 53.

Referring to FIGS. 1, 5 and 7-11, the evaporative cooling
member 26 is configured to receive the gaseous-liquid refrig-
erant 93 and to transition the gaseous-liquid refrigerant 93
into the gaseous refrigerant 91 utilizing the heat energy
received from solid cooling fins 230-244 in the battery mod-
ules 40-49. As a result, the evaporative cooling member 26
cools the battery modules 40-49 via the solid cooling fins
230-244 that conduct heat energy from the battery modules
40-49 to the evaporative cooling member 26. The evaporative
cooling member 26 includes a plate portion 100 and a conduit
110. The plate portion 100 has a first side 120 and a second
side 122. The plate portion 100 further includes a channel 123
(shown in FIG. 11) that extends from the first side 120 into the
plate portion 100. The conduit 110 is disposed in the channel
123 and thermally communicates with the plate portion 100.
In one exemplary embodiment, the channel 123 is a serpen-
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tine-shaped channel and the conduit 110 is a serpentine-
shaped conduit. The conduit 100 is fluidly coupled to the
conduit 50 which is further fluidly coupled to the compressor
22. During operation, the gaseous refrigerant 91 from the
evaporative cooling member 26 is routed through the conduit
50 to the compressor 22. In one exemplary embodiment, the
plate portion 100 is constructed of aluminum and the conduit
110 is constructed of copper. Of course, in alternative
embodiments, the plate portion 100 and the conduit 110 could
be constructed of other thermally conductive materials
known to those skilled in the art. As shown, the evaporative
cooling member 26 is disposed on the insulative layer 28. The
insulative layer 28 is disposed on a bottom enclosure portion
350 and supports the evaporative cooling member 26 thereon.
The insulative layer 28 thermally insulates the evaporative
cooling member 26 from the bottom enclosure portion 350.

Referring to FIGS. 5-7, the battery modules 40, 42, 44, 46,
48, 49 are provided to generate operational voltages for either
an electric vehicle or a hybrid electric vehicle. In one exem-
plary embodiment, the battery modules 40-49 are electrically
coupled in series with one another. The structure each of the
battery modules 40-49 is identical to one another. Accord-
ingly, only the structure of the battery module 40 will be
discussed in greater detail below for purposes of simplicity.
The battery module 40 includes battery cells 180, 182, 184,
186, 188, 190, 192, 196, 198, 200, 202, 204, 206, 208, solid
cooling fins 230, 232, 234, 236, 238, 240, 242, 244, and the
housing 270.

Since each battery cells 180-208 of battery module 40 have
anidentical structure, only the structure of the battery cell 180
will be described in further detail. As shown, the battery cell
180 includes a body portion 271 and first and second elec-
trodes (not shown). The body portion 271 is generally rect-
angular-shaped, and the first and second electrodes extend
from a top portion of the body portion 271. In one exemplary
embodiment, each battery cell is a lithium-ion battery cell. In
alternative embodiments, the battery cells 180-208 could be
nickel-cadmium battery cells or nickel metal hydride battery
cells for example. Of course, other types of battery cells
known to those skilled in the art could be utilized.

The solid cooling fins 230-244 in the battery module 40 are
provided to conduct heat energy from the battery cells 180-
208 to the evaporative cooling member 26. The structure of
each of the solid cooling fins 230-240 is identical to one
another. Accordingly, only the structure of the solid cooling
fin 230 will be described in greater detail below. The solid
cooling fan 230 includes a first panel portion 280 and a second
panel portion 282. The first panel portion 280 a substantially
rectangular-shaped and is configured to be disposed against
adjacent rectangular-shaped surfaces of the battery cells 180,
182. The first panel portion 280 has a sufficient size to cover
substantially all of the adjacent rectangular-shaped surface of
the battery cell 180, and to cover substantially all of the
adjacent rectangular-shaped surface of the battery cell 182.
During operation, the first panel portion 280 conducts heat
energy from the battery cells 180, 182 to the second panel
portion 282. The second panel portion 282 extends from the
first panel portion 280 substantially perpendicular to the first
panel portion 280. The second panel portion 282 is disposed
on the second side 122 of the plate portion 100 of the evapo-
rative cooling member 26. During operation, the second panel
portion 282 conducts heat energy from the first panel portion
01280 and the battery cells 180, 182 to the plate portion 100
of the evaporative cooling member 26. In one exemplary
embodiment, the solid cooling fins 230-244 are constructed
of graphite. Of course, in alternative embodiments, the solid
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cooling fins 230-244 can be constructed of other thermally
conductive materials such as aluminum or copper or a com-
bination thereof for example.

The housing 270 of the battery module 40 is provided to
hold the battery cells 180-208 and the first panel portions 280
of the solid cooling fins 230-244 therein. The second panel
portions 282 of the solid cooling fins 230-244 extend through
the housing 270 and are disposed on the evaporative cooling
member 26. The housing 270 is constructed of housing por-
tions 300, 302, 304, 306, 308, 310, 312 that are fixedly
coupled together. In one exemplary embodiment, the housing
portions 300-312 are constructed of plastic. Of course, other
materials known to those skilled in the art could be utilized to
construct the housing portions 300-312.

Referring to FIG. 1, the temperature sensor 60 is provided
to generate a signal indicative of a temperature level of at least
one of the battery modules 40-49 that is received by the
microprocessor 80.

The condenser fans 70, 71 are provided to blow air past the
condenser 23 to cool the condenser 23 in response to a control
signal from the microprocessor 80. As shown, the condenser
fans 70, 71 are disposed proximate to the condenser 23.

The microprocessor 80 is provided to control operation of
the battery system 10. In particular, the microprocessor 40 is
configured to generate control signals for controlling opera-
tion of the compressor 22 and the condenser fans 70, 71, in
response to a signal from the temperature sensor 60, as will be
explained in greater detail below. The microprocessor 80
utilizes a memory device 81 that stores software instructions
and associated data for implementing the methods described
below.

Referring to FIGS. 1, 2, 4, 5 and 11, the external enclosure
90 is provided to hold the remaining components of the bat-
tery system 10 therein. The external enclosure 90 includes a
bottom enclosure portion 350, first and second interior walls
354, 356, a first top enclosure portion 360, a second top
enclosure portion 362, and a third top enclosure portion 364.

The first top enclosure portion 360 is coupled to the first
and second interior walls 354, 356 and to the bottom enclo-
sure portion 350 to define a first airtight enclosed region 370.
The battery modules 40, 42, 44, 46, 48, 49 and the tempera-
ture sensor 60 are disposed in the first airtight enclosed region
370.

The second top enclosure portion 362 is coupled to the first
interior wall 354 and to the bottom enclosure portion 350 to
define a second enclosed region 372. The compressor 22, the
condenser 23, the expansion valve 24, and the condenser fans
70, 71 are disposed in the second enclosed region.

The third top enclosure portion 364 is coupled to the sec-
ond interior wall 356 and to the bottom enclosure portion 350
to define a third enclosed region 374. The microprocessor 80
is disposed in the third enclosed region 374.

Referring to FIGS. 1,10 and 12-14, a flowchart of a method
for cooling the battery system 10 in accordance with another
exemplary embodiment will be explained. The following
method will be described utilizing a single battery module for
purposes of simplicity. However, it should be understood that
the method could be implemented utilizing a plurality of
battery modules.

At step 450, the battery system 10 has the battery module
40, the evaporative cooling member 26, the compressor 22,
the condenser 23, the expansion valve 24, the temperature
sensor 60, the condenser fan 70, and the microprocessor 80.
The compressor 22 is fluidly coupled to the condenser 23, the
expansion valve 24, and the evaporative cooling member 26.
The battery module 40 has the housing 270, the battery cell
180, and the solid cooling fin 230. The evaporative cooling
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member 26 has the conduit 110 therein. The solid cooling fin
230 has first and second panel portions 280, 282. The first
panel portion 280 is disposed against the battery cell 180. The
second panel portion 282 extends through the housing 270
and is disposed on the evaporative cooling member 26. After
step 450, the method advances to step 452.

At step 452, the temperature sensor 60 generates a first
signal indicative of a first temperature of the battery module
40 at a first time. After step 452, the method advances to step
454.

At step 454, the microprocessor 80 generates a second
signal to induce the compressor 22 to operate at a first opera-
tional speed in response to the first signal. The compressor 22
pumps the gaseous refrigerant 91 into the condenser 23. After
step 454, the method advances to step 456.

At step 456, the microprocessor 80 generates a third signal
to induce the condenser fan 70 to blow air toward the con-
denser 23. After step 456, the method advances to step 458.

At step 458, the condenser 23 transitions the gaseous
refrigerant 91 to the liquid refrigerant 92 by extracting heat
energy from the gaseous refrigerant 91, and routes the liquid
refrigerant 92 to the expansion valve 24. After step 458, the
method advances to step 460.

At step 460, the expansion valve 24 decreases a pressure
level of the liquid refrigerant 92 to transition the liquid refrig-
erant 92 into a gaseous-liquid refrigerant 93, and routes the
gaseous-liquid refrigerant 93 to the evaporative cooling mem-
ber 26. After step 460, the method advances to step 462.

At step 462, the solid cooling fin 230 conducts heat energy
from the battery cell 180 to the evaporative cooling member
26 to cool the battery cell 180. After step 462, the method
advances to step 464.

At step 464, the evaporative cooling member 26 transitions
the gaseous-liquid refrigerant 93 into the gaseous refrigerant
91 utilizing the heat energy received from the solid cooling fin
230, and routes the gaseous refrigerant 91 to the compressor
22. After step 464, the method advances to step 466.

At step 466, the temperature sensor 60 generates a fourth
signal indicative of a second temperature of the battery mod-
ule 40 at a second time. The second temperature is greater
than the first temperature. After step 466, the method
advances to step 468.

At step 468, the microprocessor 80 generates a fifth signal
to induce the compressor 22 to operate at a second operational
speed in response to the fourth signal. The second operational
speed is greater than the first operational speed. After step
468, the method advances to step 470.

At step 470, the microprocessor 80 generates a sixth signal
to induce the condenser fan 70 to blow air toward the con-
denser 23. After step 470, the method advances to step 472.

At step 472, the condenser 23 transitions the gaseous
refrigerant 91 to the liquid refrigerant 92 by extracting heat
energy from the gaseous refrigerant 91, and routes the liquid
refrigerant 92 to the expansion valve 24. After step 472, the
method advances to step 474.

At step 474, the expansion valve 24 decreases a pressure
level of the liquid refrigerant 92 to transition the liquid refrig-
erant 92 into the gaseous-liquid refrigerant 93, and routes the
gaseous liquid refrigerant 93 to the evaporative cooling mem-
ber 26. After step 474, the method advances step 476.

At step 476, the solid cooling fin 230 conducts heat energy
from the battery cell 180 to the evaporative cooling member
26 to cool the battery cell 180. After step 476, the method
advances to step 478.

Atstep 478, the evaporative cooling member 26 transitions
the gaseous-liquid refrigerant 93 into the gaseous refrigerant
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91 utilizing the heat energy received from the solid cooling fin
230, and routes the gaseous refrigerant 91 to the compressor
22.

Referring to FIG. 15, a graph illustrating an operational
curve 500 associated with the compressor 22 (shown in FIG.
1) utilized in the battery system 10 will be explained. When
the microprocessor 80 determines that a temperature of the
battery module 40 is at a temperature level Temp1, the micro-
processor 80 generates a control signal to induce the com-
pressor 22 to operate at an operational speed S1. Further,
when the microprocessor 80 determines that a temperature of
the battery module 40 is at a temperature level Temp2, which
is greater than Templ, the microprocessor 80 generates a
control signal to induce the compressor 22 to operate at an
operational speed S2, which is greater than S1. Further, when
the microprocessor 80 determines that a temperature of the
battery module 40 is at a temperature level Temp3, which is
greater than Temp2, the microprocessor 80 generates a con-
trol signal to induce the compressor 22 to operate at an opera-
tional speed S3, which is greater than S2.

The battery system 10 and the method for cooling the
battery system 10 provide a substantial advantage over other
battery systems and methods. In particular, the battery system
10 utilizes an evaporative cooling member 26 to effectively
cool the battery modules 40-49 in the battery system 10.

While the claimed invention has been described in detail in
connection with only a limited number of embodiments, it
should be readily understood that the invention is not limited
to such disclosed embodiments. Rather, the claimed inven-
tion can be modified to incorporate any number of variations,
alterations, substitutions or equivalent arrangements not
heretofore described, but which are commensurate with the
spirit and scope of the invention. Additionally, while various
embodiments of the claimed invention have been described, it
is to be understood that aspects of the invention may include
only some of the described embodiments. Accordingly, the
claimed invention is not to be seen as limited by the foregoing
description.

What is claimed is:

1. A battery system, comprising:

an external enclosure having a bottom enclosure portion,
the bottom enclosure portion having a peripheral portion
and a first recessed portion, the peripheral portion being
disposed around and coupled to an upper end of the first
recessed portion, the peripheral portion extending out-
wardly from the first recessed portion, the recessed por-
tion defining a first recessed region therein;

an insulative layer disposed in the first recessed region of
the bottom enclosure portion, the insulative layer defin-
ing a second recessed region therein;

an evaporative cooling member disposed in the second
recessed region of the insulative layer and in direct abut-
ting contact with the insulative layer, the evaporative
cooling member having a rectangular-shaped plate por-
tion and a serpentine-shaped conduit therein, the rectan-
gular-shaped plate portion further having a serpentine-
shaped channel therein, the serpentine-shaped conduit
being disposed in the serpentine-shaped channel and
thermally communicating with the rectangular-shaped
plate portion;

a battery module having a housing, a battery cell, and a
solid cooling fin; the housing configured to hold the
battery cell therein, the solid cooling fin having first and
second panel portions, the first panel portion being dis-
posed in direct abutting contact with the battery cell, the
second panel portion extending through the housing and
being disposed on the second side of the rectangular-
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shaped plate portion of the evaporative cooling member,
the solid cooling fin configured to conduct heat energy
from the battery cell to the evaporative cooling member;
the housing of the battery module being disposed in
direct abutting contact with a portion of the insulative
layer and the peripheral portion of the bottom enclosure
portion;

the evaporative cooling member configured to receive a
gaseous-liquid refrigerant in the serpentine shaped con-
duit and to transition the gaseous-liquid refrigerant into
a gaseous refrigerant utilizing the heat energy received
from the solid cooling fin;

the external enclosure defining a first enclosed region that
holds the evaporative cooling member and the battery
module therein.

2. The battery system of claim 1, wherein the serpentine-
shaped channel extends from the first side into the rectangu-
lar-shaped plate portion and communicates with the insula-
tive layer, the first side of the evaporative cooling member
contacting the insulative layer.

3. The battery system of claim 2, wherein the rectangular-
shaped plate portion is constructed of aluminum and the
serpentine-shaped conduit is constructed of copper.

4. The battery system of claim 1, further having first and
second interior walls coupled to the bottom enclosure por-
tion; and first and second top enclosure portions;

the first top enclosure portion being coupled to the first and
second interior walls and to the bottom enclosure por-
tion to define the first enclosed region.

5. The battery system of claim 4, wherein the first enclosed

region is an airtight enclosed region.

6. The battery system of claim 4, wherein the second top
enclosure portion is coupled to the first interior wall and to the
bottom enclosure portion to define a second enclosed region
for holding a compressor and a condenser therein.

7. The battery system of claim 1, further comprising:

a compressor fluidly coupled to the evaporative cooling
member, the compressor configured to pump the gas-
eous refrigerant into a condenser; and

the condenser fluidly coupled to the compressor and to the
evaporative cooling member, the condenser configured
to receive the gaseous refrigerant from the compressor,
the condenser further configured transition the gaseous
refrigerant to the liquid refrigerant by extracting heat
energy from the gaseous refrigerant.

8. The battery system of claim 7, further comprising an
expansion valve fluidly coupled between the condenser and
the evaporative cooling member, the expansion valve receiv-
ing the liquid refrigerant from the condenser and decreasing a
pressure level of the liquid refrigerant to transition the liquid
refrigerant into the gaseous-liquid refrigerant, the gaseous-
liquid refrigerant being routed from the expansion valve to
the evaporative cooling member.

9. The battery system of claim 7, further comprising:

a temperature sensor configured to generate a first signal

indicative of a first temperature of the battery module at
a first time;

amicroprocessor operably coupled to the temperature sen-
sor, the microprocessor configured to generate a second
signal to induce the compressor to operate at a first
operational speed in response to the first signal;

the temperature sensor further configured to generate a
third signal indicative of a second temperature of the
battery module at a second time, the second temperature
being greater than the first temperature; and

the microprocessor further configured to generate a fourth
signal to induce the compressor to operate at a second
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operational speed in response to the second signal, the
second operational speed being greater than the first
operational speed.

10. The battery system of claim 9, wherein the temperature
sensor being disposed in the first enclosed region of the exter-
nal enclosure, and the microprocessor being disposed in a
second enclosed region defined by the external enclosure.

11. The battery system of claim 1, wherein the second
panel portion is coupled to an end of the first panel portion and
extends substantially perpendicular to the first panel portion,
the second panel portion extending vertically past an entire
bottom side of the housing of the battery module.

12. The battery system of claim 1, wherein a width of the
housing of the battery module is greater than a width of the
insulative layer.

13. The battery system of claim 1, wherein a gap is formed
between a top surface of the peripheral portion of the bottom
enclosure portion and the second side of the rectangular-
shaped plate portion of the evaporative cooling member for
receiving the second panel portion of the solid cooling fin
therein.

14. The battery system of claim 13, wherein the gap has a
vertical length equal to a vertical thickness of the second
panel portion of the solid cooling fin.

15. A method for cooling a battery system, the method
comprising:

providing the battery system having an external enclosure,

an insulative layer, a battery module, and an evaporative
cooling member, external enclosure having a bottom
enclosure portion, the bottom enclosure portion having a
peripheral portion and a first recessed portion, the
peripheral portion being disposed around and coupled to
an upper end of the first recessed portion, the peripheral
portion extending outwardly from the first recessed por-
tion, the recessed portion defining a first recessed region
therein; the insulative layer defining a second recessed
region therein, the evaporative cooling member having a
plate portion and a serpentine-shaped conduit therein,
the plate portion having a first side and a second side, the
plate portion further having a serpentine-shaped channel
therein, the serpentine-shaped conduit being disposed in
the serpentine-shaped channel and thermally communi-
cating with the plate portion; the battery module having
a housing, a battery cell, and a solid cooling fin; the
housing configured to hold the battery cell therein, the
solid cooling fin having first and second panel portions,
the first panel portion being disposed disposed in direct
abutting contact with the battery cell, the second panel
portion extending through the housing and being dis-
posed on the second side of the plate portion of the
evaporative cooling member; the external enclosure
defining a first enclosed region;

disposing the insulative layer in direct abutting contact

with the bottom enclosure portion in the first recessed
region of the bottom enclosure portion; the insulative
layer being further disposed in the first enclosed region
of the external enclosure;

disposing the evaporative cooling member in direct abut-

ting contact with the insulative layer in the second
recessed region of the insulative layer, the evaporative
cooling member being further disposed in the first
enclosed region of the external enclosure;

disposing the battery module in direct abutting contact

with the plate portion of the evaporative cooling mem-
ber, a portion of the insulative layer, and the peripheral
portion of the bottom enclosure portion; the battery
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module being further disposed in the first enclosed
region of the external enclosure;

receiving a gaseous-liquid refrigerant in the conduit dis-
posed in the channel of the plate portion of the evapora-
tive cooling member;

conducting heat energy from the battery cell to the evapo-
rative cooling member utilizing the solid cooling fin to
cool the battery module; and

transitioning the gaseous-liquid refrigerant in the evapora-
tive cooling member into a gaseous refrigerant utilizing
the heat energy received by the evaporative cooling
member from the solid cooling fin.

16. The method of claim 15, wherein the battery system

further includes a compressor fluidly coupled to the evapora-
tive cooling member, a condenser fluidly coupled to the com-
pressor and to the evaporative cooling member, a micropro-
cessor, and a temperature sensor, the method further
comprising:

generating a first signal indicative of a first temperature of
the battery module at a first time utilizing the tempera-
ture sensor;

generating a second signal to induce the compressor to
operate at a first operational speed utilizing a micropro-
cessor in response to the first signal;
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generating a third signal indicative of a second temperature
of the battery module at a second time utilizing the
temperature sensor, the second temperature being
greater than the first temperature; and

generating a fourth signal to induce the compressor to
operate at a second operational speed utilizing the
microprocessor in response to the second signal, the
second operational speed being greater than the first
operational speed.

17. The method of claim 16, further comprising:

disposing the temperature sensor in the first enclosed
region of the external enclosure;

disposing the compressor in a second enclosed region
defined by the external enclosure; and

disposing the microprocessor in a third enclosed region
defined by the external enclosure.

18. The method of claim 15, further comprising:

coupling a first bracket to both the housing of the battery
module and the peripheral portion of the bottom enclo-
sure portion; and

coupling a second bracket to both the housing of the battery
module and the peripheral portion of the bottom enclo-
sure portion.



